
 0
 

 .5
00

 

 0 

 .196 

 .259 

 .098 
 .1

32
 

 .3
68

 
 .3

60
 

 .208 

YAGEO AC1206FR-07300KL
(300K, 1%, 1/4W)
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REFERENCE ZIERICK 1187
(MUST MATE TO .116 X .035 TAB TERMINAL) 

NOTE:
1) MATERIAL: 150-180 FR4.
2) DESIGN& PROCESS MUST MEET IPC-A-610.
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CONFIDENTIAL-THIS DRAWING IS FURNISHED ONLY FOR CUSTOMER 
USE IN IDENTIFYING COMPONENTS. INFORMATION CONTAINED 

HEREIN IS THE EXCLUSIVE PROPERTY OF DEKKO, AND IS NOT TO BE 
COPIED OR DISCLOSED TO OTHERS, IN WHOLE OR IN PART, 

WITHOUT CONSENT OF DEKKO.
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NOTE: NO CHANGES TO MATERIALS (OR SUPPLIERS OF MATERIALS), DIMENSIONS, TOLERANCES, OR PROCESSES
USED TO CREATE THIS PART/ASSEMBLY CAN BE MADE WITHOUT PRIOR APPROVAL FROM DEKKO

2505 DEKKO DRIVE
GARRETT, IN 46738

TOLERANCE REQUIREMENTS
EXCEPT AS NOTED
FRACTIONS = ± 1/64

1 PLACE DECIMALS = ± .1
2 PLACE DECIMALS = ± .01

3 PLACE DECIMALS = ± .005
FROM TRUE POSITION

ANGLES = ± 1°
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